DESCRIPTION 


The GL-6135 is a miniature medium-mu triode 
designed for use as a local oscillator in very-high- 
frequency receivers. It is also suitable for use as an 
audio amplifier and for use in general-purpose 
applications. The GL-6135 is specifically designed 
to assure dependable life and reliable service under 
the exacting conditions encountered in mobile and 
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aircraft applications. Features include a high degree 
of mechanical strength, a heater-cathode construc- 
tion designed to withstand many-thousand cycles 
of intermittent operation, and a relatively high 
value of plate-to-grid insulation resistance through- 
out life. 


TECHNICAL INFORMATION 


GENERAL 


Electrical Data 
Cathode— Coated Unipotential 


Heater Voltage (A-c or Б-с)....................... 
Heater Qurrent. 22222 оса d ue а eb ќи рама» 


Direct Interelectrode Capacitances 


Grid to РЛае: t i pereit tay o арра 


Mechanical Data 
Mounting Position—Any 
Envelope—T-515 Glass 
Base—Miniature Button 7-pin, E7-1 


ТТК КТС 6.3 Volts 
адан iate rob ex RU ТЫҒЫН 0.175 Ampere 


With Shield* Without Shield 


БЕТТЕРІН 1.4 1.4 uuf 
дига и ничија 1.7 1.5 uuf 
me ДЫ RE 2.6 0.7 uuf 


TUBE 


GENERAL QD) ELECTRIC 
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MAXIMUM RATINGS 


Electrical—Design Center Values 


Plate:Voltage: осто лер та тарқан а tierce P UA icq Re oo sani 300 Volts 
Plate Dissipation. ара реди а идео ieu qu UR e a T em 3.5 Watts 
D:c:Gathode Current: «sot t uer A e E eR а ROTER 25 Milliamperes 
Heater-Cathode УоПНаре............................................................ 90 Volts 
Grid-Circuit Resistance 
With Fixed: Bias... голо sx Ait CGU PISIS лысатын АМ MS фер 0.25 Megohm 
With Cathode Bias. esise er e X er e e 3A Ua бума a ee es қа ы pase e Ede TR Rae 1.0 Megohm 
Mechanical 
Peak Impact Acceleration in Any Пігеспоп........................................... 600 G 
CHARACTERISTICS AND TYPICAL OPERATION 
Class А, Amplifier 
Plate Voltage... ні d ncm EUR valeas ұлысы дра даа МОРА a ыш» 100 250 Volts 
Grid. Voltage: us orte bem бан фон кови ed дына болайын RE ATA 0 —8.5 Volts 
Amplification Factor, 2. ар Dried RERO qe ерт Ri dee Y a ees 19.5 17 
Plate Resistance, арргохипабе............................................. 6250 7700 Ohms 
Transconductance... 22041259 4.-0 уч ави Re S A CIR NT ар аа А адын v ics 3100 2200 Micromhos 
Расе: Ситен 4. ор а ната окер ој РЫСЫ жана EROR re AE d nd ER A RS 11.8 10.5 Milliamperes 
Grid Voltage, approximate for Ij = 10 Місгоаппрегев............................... —21 Volts 
* With external shield No. 316 connected to cathode. 
AVERAGE CHARACTERISTICS 
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GRID VOLTAGE IN VOLTS 
K-69087-72A520 4-9-52 


PLATE (Ip) OR GRID CURREN (Те) IN MILLIAMPERES 


PLATE CURRENT IN MILLIAMPERES 


AVERAGE PLATE CHARACTERISTICS 


PLATE VOLTAGE IN VOLTS 
К-69087-72А522 4-9-52 


AVERAGE PLATE CHARACTERISTICS 


4 а XH n Н 
B E JH Шри Е 
TNR D DE 
BEBERE d 1 4 4 
30 pi НЕТ 
H-rrr Bil П 
L ј 1 
25 EE HERES m FH 
p Ср i НН 
17 |; ни 
1 Ht 11 r1 
HEEL 
| 4.4 
20 
HHHH 
T 
і H | ! 4 
15 НЕ HEHH - ПІН 
Ј БИН! L zi i гре i гы 
i і - і mus i H 
ЕИ tH H на NENBNEBEERERRE 
= П Н П - LER 2288 211 
10 i + LH 1 T гі i 
DEA гі Т. 
1 і і 1 l П ни SES H 
г і "S г i ЕГЕСІ 
1 і І - ј 
Li СЕ Ci ri НН 
Е 1 ЕН га. Hari і i 
| Н 
H L b 1. + 1 
ии НИЕ 
1 
і 1 
1 i 
о 
100 200 300 hoo 500 


PLATE VOLTAGE IN VOLTS 
K-69087-72A519 4-9-52 


хи 
GL-6135 
ETX-267 


PAGE 3 
6-52 


а, ЖЖ 


GL-6135 
rd AVERAGE CHARACTERISTICS 
i PLATE VOLTAGE = 250 VOLTS 
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AMPLIFICATION FACTOR 
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PIATE CURRENT IN MILLIAMPERES 
K-69087-72A521 4-9-52 


OUTLINE BASING DIAGRAM 


PIN 1: PLATE 
PIN 2: INTERNAL CONNECTION 
! PIN 3: HEATER 
EMI PIN 4: HEATER 
MINIATURE BUT TON PIN 5: PLATE 
7- PIN PIN 6. GRID 

BASE МО. E7-1 PIN 7: CATHODE 
K-69087-72A518 4-3-52 
Tube Department 


GENERAL ФО ELECTRIC 


6-52 (25M) Schenectady, N. Y. 


